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EYETRACKER

A TheEyetrackeisat the end of the MRI roorbehindthe
machine.

/N\ Do NOT move thEyetracker




EYETRACKER

A A bulb can light the pupil through mirrors and the reflected
signal is recorded
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1) MACHINE PART

A First press the switchEyetracket behind the phone between
computer screens green and blue




1) MACHINE PART

A Enter the MRI room, go near ttigyetrackeand light the bulb
with the button on the side of the unit




1) MACHINE PART

A Check if the bullis still operational(the light mustbe visible
from the outsideHERE).




1) MACHINE PART

A Turn on the screen above tlgyetrackerThe pupil must be
visible, if it is not the case, adjust the mirror to focus the.eye




1) MACHINE PART

A If the pupil is not visible from the start, you need to adjust the
tilt of the mirror to move the field of view and see the eye at
the center of the screen. To do this, turn the screws located
behind the mirror

!

N\ Up/Downtilt

Left/Right tilt



1) MACHINE PART

A If the pupil isvisible,it is necessary to adjust the brightness
and sharpness of the image using the levers on the front of
the Eyetracker

Brightness Sharpness




1) MACHINE PART

A The pupil must not be too dark or too bright

BAD GOOD




1) MACHINE PART

A When the eye is visible and cleatn off the screerbefore
leaving the room




2) SOFTWARE PART

A Start by turning on the control unit
of the Eyetrackeiand then
the two screens located above

ON &



2) SOFTWARE PART

A Launchthe applicationEyeTrac from the «Physiological
MeasurementPC» (green computer).

o
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2) SOFTWARE PART

A The progranstartsand needsan uploadthat linksit to the control unit

Thisupload must be done only once after the control unit is switched on

:) Upload to ASL Eye Tracker Control Unit il

If the upload imeeded,
thiswindow appears. Interface Port

Thenclick orf] LI 2 { R O q rreafie [CiPoman FiesAsL Eye Tracker G000 yeT acking €6121 8% |
|

-

AS you the Central unIBn.t DSP File IE:'xF'rngram Files"&5L Eve Tracker BOO0MEveTracking'es 07 01, |
|

switched off afterthe upload,

it is notnessessaryo do this

uploadagain even if you closec

the Eyetrackesoftware.

Upload Interrupt | Close |




2) SOFTWARE PART

(5[]
A O th . t t d File Configure Calbrate Misc View Help
ncetne progra_m ISslarte A= HH"«!:- =g
andthe upload igdone, b e @
It Is possible to set ufhe i
. . v = [LOSS]
programbefore usingt ——
. . . . h=0.0
(calibration file creation, v=00
manualor automatic oaT- 0

recording modg

File [nfo

File not opened

Long Range Optics Urits: lnch  [Elapzed: 0:30  |B0 Hz



2) SOFTWARE PART

A At this point, you must check IR R e S -

If the program is set up to
start recording manually or
whenthe scriptgives the
Instruction.

Soclick on «Config»
andthen

« ExternalData and
Auto File Configp

File | Config Calibrate Misc  View Help

J Basic Configuration EE

Adwvanced Configuration vnED

Serial Pork Configuration
External Daka and &uto File Config
Conkrol Unit Daka Conkent

Upload ko Cankral Linik

Read Configuration
Save Configuration

Irmport From old . cfg file

File |nfa

up
BECEME | iFo

Eve Tracker D ata

Orline g

Pupil Diam
h= 37
v= 42

Scene POG

h= 408
v= 1171

sDAT= 8
1000



2) SOFTWARE PART

A« Auto Record> enabled
automaticacquisition
by the script

_1 DAT and Auto File Configuration

At File uzing =DAT
|:| Auta File Open [=DAT bit B ar 14]
Auto Record [<0AT bit 7 or 15]

[] Mazk Auto File Bit
[] Mask Auto Record Bit
Aubn File #DAT bits zelection

0O Uze #DAT bit 6 to Open and bit ¥ to Becord [bpical for
= #DAT connected bo prinker port]

® Uze =DAT bit 14 ta Open and bit 15 to Recard [typical for
= #WDAT connected to parallel port other than printer port)

Restore Defaults

i

« Auto Record» disabled
manualacquisitioncontrolled
by the user

_1 DAT and Auto File Configuration

Auto File uzing X0AT
(] Aute File Open [HDAT bit 6 or 14]
[ Auto Becord [<DAT bit 7 or 15]

[] Mask auta File Bit
[] Mask &uto Fecord Bit
Auta File %DAT bitz zelection

e Jze ¥DAT bit & to Open and bit 7 to Recard [typical for
= #DAT connected to printer port)

O] Jze %DAT bit 14 to Open and bit 15 to Record [tpical far
= H#DAT connected to parallel port ather than printer part]

Ok Restore Defaults Cancel
[ ok ]
E




2) SOFTWARE PART

A To calibrate theEyetrackeyou also need to usthe
« ExperimentControl PG (blue computer).Executehe
application «Display Target Points

Display Targek | Projector kesk Prekky Parallel port  Reset_para...

image Pictures.exe  monitar - M.,




2) SOFTWARE PART

A Thispicture appearsin full screendisplayingd dots.




2) SOFTWARE PART

A Display the picture of the blue screen on the projector to
show it to theparticipant. Themgivetheseinstructions

A «Thedots on the screen are going to appear one after
another. Your goal is to look at the dot on the screen with
your eyes wide open. You shall not anticipate the emergence
of the next dot but wait it appears

A Then it's possible toalibratethe Eyetrackein automatically
or manually



2) SOFTWARE PART

A Manual calibratioris useful when the participant blinks too much or when
the signal is not stable (it is stable when the bladkDwhite crosses are
stableon the picture). To do this, click on "Calibrate" then "Standard
Calibration". The dots will not appear automatically but manually

n ASL Eye-Trac 6 .Met User Interface [Z] [n
File Config | Calibrate " Misc iew Help

] ! Standard Calibration e uP
L : b uipgn  -2RP
Cuick Calibration

Zustom Calibration

Eve Tracker Data

Online .
Check Calibration Bl Di
Show Raw Calibration Data Sl

h= 39
Prepare Auko Calibration w= 43
Configure .ﬁ.utu.:u Cal.il:uraticun Srene POG
Skart Auto Calibration b= -4002
Set Target Poinks v= 2163
Zheck Target Poinks

. =DAT= 8

Eve Position Offset 1000

Quick, Offset
Reset Offsets

Read Calibration
Import From old .cal file




2) SOFTWARE PART

A Manualcalibration Lookat the screens above the control unit angit
until the signal is stablfor the 15t
dot and then click on
« SaveCurrentPoint <Space ».

E - [o]x] 2%

mEE awm gaa ga2 ——— | E¥E .~ up
mmn o —+— | GLENE
nan ﬁ = % pscen| Winen  HOAC Autc

Calibration @

= Calibration T

Tell zubject to
loak, at point:

Repeatthis procedurefor
the 9 dots.

: Scene POG Indicator
Save Current Point
<Spaces {(*) Target Pointz () Calculated POG

i |lze only zelected pointz
Calibrate and Exit Restore Defaults Cloze Dialog

L

File Info

File nat opened




2) SOFTWARE PART

A In theother casesthe
automaticcalibration is
recommended Click on
« Calibrate» then « Start Auto
Calibration».

Theprogram willcalibrate
automaticallythe 9 dotsand
tell if there are missing dots.
Tocheck if the calibratiohas
beensuccessfullglone,
askthe participant to lookat
somedots.

B AsL Eye-Trac 6 .Met User Interface E
File Config | Calibrake Misc  Wiew Help

_‘] Standard Calibration CEHE (UE
. . . NIDED
Quick Calibration
iCustam Calibration

Eve Tracker Data

Online .
iZheck Calibration Pucil D
Shiow Raw Calibration Data <Ll Ll

h= 39
Prepare Auko Calibration v= 43
Configure .ﬁ.uh.:u Cal.il:uraticun & cene POG
Start Auko Calibration h= 4002
Sek Targek Painks v= 2163
iCheck Target Points

. #“DAT= 8

Eve Paosition OFfset 1000

Cuick Offset
Reset Offsets

Read Calibrakion
Import From old .cal file




2) SOFTWARE PART

E - [E]x] 23
e ¥

= EEENE
BScRR| WIDED Lok

A Auto calibration B
Thewindow « Calibration»
appearsand
displays the dots onafter
anotheron theblue

Autc

Calibration

W Calibration Type Auto_Calibration

Tell sul:uieu:t. {u] Scene POG Indicator
look at paint: (%) Target Paintz ) Calculated POG

i Ilze only zelected points

computerscreen
Justwait until the 9dots
are identified. [

Don'tclick onanything
duringthis operation File Info

File not opened



2) SOFTWARE PART

A If Eyetrackercannotaccurately calibrate one or mogots, a message will
appear showing the missirapts. If too manydots are missing, it is wise to
check the previous settings (contrast, bulb in good condition, targeting the
eye, eye blinkingand do another calibratiofautomatic or manual).
Howeverthere isoften 1or2Y A 8 a4Ay 3 R2 0 & 0 dbé daibK A

unusable.

Whilethis message remains on the scredine 9th dot will remain
displayed and the participant will look at 80 don'twait too much before

clickingonh Y a @

Auto Calibration YWarning

' "_-. Questionable daka at poink(s) 1, 2, 3,4, 5,6, 7,8, 9
L

ok |




2) SOFTWARE PART

A Create a file to save the data. For this cbok« File» then « New Data

File».
A Chooseafolder and nameyourfile.

A Just click on ©K» in thewindow « Enter File Descriptios.

Open new data file for recording

Saveir: | [E Desktop

Bl ASL Eye-Trac 6 .Net Us
File| Config Calibrate Misg

"

5 [L)My Documents

| :} _& My Computer

My Recent | | S2My Metwork Places
Documents ) Deleteme

7—.% |virtualdub

Desktop

File Configuration

-7

My Documents

Caricel

|
Mark Flags o L
Fy Computer
Exit
‘__!] File: name: | A4
-
My Network Save az type: Evedat Files(" epd) -

#DAT=
100000




2) SOFTWARE PART

A If you chose the manual recordingode, & ASL Eye-Trac 6 .M

don't forget to clickon « Record» File Config  Calibrate

before startingyour script. A [
PO

To stoprecording clickon «Stop».

kel ASL Eye-Trac 6 .
Sile  Config  Calibrate

A If youchose theautomaticrecordingmode,
your scriptwill control everything




2) SOFTWARE PART

Aﬂp_ If the option "Record" is grayed out atiterefore

unusable, it meanthat

the program is configuretb

start automatically

A It is not possibléo
changethis settingas
afile is opened

n ASL Eye-Trac & .Met User Interface E]

File Config Calbrate Misc  Wiew Help

POG Dizplay Eve Tracker Data
Online .

Pupil Criam
h= [LOSS]
v= [LOSS)
Scene POG
h= 0.0
v= [0

#DAaT=10

File Info

C:\Documents and SettiingsibblhD eskloptdelstemealzo.epd

State = Paused Segment =1

Long_Range_Optics nits: Cm Elapzed: 0:09:43 | B0 Hz




3) CHANGE THE BULB

A The bulb in theEyetrackeis a consumable that is changed
regularly because of his shaife.

You need to change the bulb if the light does appear
whenyou turn on the lamp.




3) CHANGE THE BULB

A For safety reasons, it is recommended to turn off the
Eyetrackebefore changing the bul{so thefan is not
running).




3) CHANGE THE BULB

A Take a new bulb in the cabinet in front of the door of the MR
control room.




3) CHANGE THE BULB

A Enter the room and remove thg screwshat hold the front
of the Eyetracketo remove. Thdront of the Eyetrackeiand
the screws are not magnetic and can be handled safely.
The 5screws g

| //A\




3) CHANGE THE BULB

A Then remove the two screws that hold the fan housing to
remove it also. The fan is not completely rmagnetic,so
place it abovehe Eyetracker

The 2screws




3) CHANGE THE BULB

A It is importantnot to touch thenew bulbwith your fingergo avoid leaving
a trace that would interfere with the signal and the life of the bulb. To
avoid this, handle the bulb with its packaging without touching it directly.




